Eco Series Hydra-Ramp Troubleshoot Guide

Ramp Will Not Work

Pump Does NOT Run
7

Confirm Battery Voltage 12V DC

No Charge or
‘ 1 L] —
Voltage Change Battery
Yes Voltage
i
Confirm 12V DC Power at Power Unit . Yes Voltage Yes Voltage
and Solenoid 2. Ramp Operates Ramp Doesn’t
T 3. Operate
No Voltage
[}
Inspect Wire Connections at Battery & Solenoid
I
Inspect Circuit Breaker Mounted Near Battery Connection
(2014 Model & Newer) 4.
]
Reset/Replace Circuit Breaker
Part # SLT - CB100 PB
[
Power Confirmed at Power Unit Solenoid (Large Post to Power Restored
Ground). Test Operation 5, Ramp Operates
[}
Ramp Does Not Operate
]
With Control Button Pressed - Test Voltage. Power Restored. Possible
—_ . .
At Small Post on Solenoid 6 Wire Connection
T - Resolved. Ramp Operates
Power Does Not Flow Through Solenoid
}
Ramp Does Not Operate
[
Pump Does Not Operate & |_,| Test Push Button Controller | Remove N Test Voltage Bad Switch or
. : : Cover Pass Through |-
Power 12V DC Confirmed at & Verify Voltage at Switch 8 Broken Wire
I = Swatch
Solenoid Big Post 9. v 7
) : Switch
; Power Restored Switch
Replace Power Unit Motor Doesn’t
Ramp Operates Passes
Solenoid Test Pass
Part # SLT - 309152 - SOL Test
} }
_ Power Restored
Replace Power Unit —_—

Ramp Operates Bad Switch
Replace Part

Part # SLT-309-
142 SWI

Part # SLT - 253-100-ECO PU
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